
PRO SOLAR STREET LIGHT
ALL IN TWO SERES

Elegant style and modular integrated design; big power

connection buckle design, easily opened and closed

convenient installation and maintenance.

DESCRIPTION

TECHNICAL PARAMETERS

MODEL : LG-PS-AT-XX

Model

Model No.

Rated Power

System Voltage

Lithium Battery

Solar Panel

Light Source

Light Distribution
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Color Temperature

CRI

IP

IK

Working Temperature

Lamp Weight

LED Lifespan

Controller

Mount Diameter

Lamp Dimension

Packing Dimension

Suggested Mount Height

LG-PS-AT-40

40W

DC12V

12.8V/42AH

Monocrystalline

90W/18V

8.6kg

�¼50000H

10A

50W

DC12V

12.8V/54AH

Monocrystalline

120W/18V

9.8kg

�¼50000H

20A

60W

DC12V

12.8V/60AH

Monocrystalline

120W/18V

10.6kg

�¼50000H

20A

LG-PS-AT-50 LG-PS-AT-60

3030/5050

Bat-Wing light distribution(150°x75°)
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3000K/4000K/5700K/6500K
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IP65

IK08

-10oC �™��+60oC

�60mm

690x310x130mm

750x360x190mm �¢ 1pc/CTN�£

6m~10m

80W

DC12V

25.6V/30AH

Monocrystalline

180W/36V

10.6kg

�¼50000H

15A

LG-PS-AT-80

www.lega-lighting.com



Design of bat wing light distribution,

providing even light distribution.

Connection buckle design, easily

opened and closed.

Modular integrated design, elegant

and tasteful appearance.

PRODUCT STRUCTURE DISPLAY

FEATURES


